
Principle
The analysis is performed at 20°C and 65% relative
humidity. The H2SD comprises five modules:
- a cotton sample (3 to 3.5 g) opened by a rotor is

placed on a sheet of aluminium foil;
- the sample is pressed with a hot plate;
- the sticky points in contact with the aluminium are

fixed to the foil by pressing at ambient temperature;
- the cotton is then removed;
- the sticky points are counted by an image analyzer.

The H2SD

- High Speed

Stickiness Detector -

(CEN certification)

is used by cotton

producers and

spinners to determine

the stickiness of each

bale. The negative impact

of stickiness on spinning

machinery and yarn quality

can thus be reduced. 
The H2SD can analyze a sample 

every 30 seconds, i.e. approximately 
100 samples per hour. 

Characteristics 
Of the measurement unit 

Mass : approximately 450 kg 
Voltage : 220 V - 50 Hz 
Dimensions : L=150 cm / H=120 cm / D=95 cm 

max. H=170 cm with accessories 
Power : 2 000 W 
Air : 30 m3/h

Of the trash can (for cotton and dust) 
Mass : approximately 70 kg 
Dimensions : L=76 cm / H=140 cm / D=50 cm 

I n d i s p e n s a b l e  i n  t h e  c o t t o n  s e c t o r  f o r :

d i a g n o s i s

c l a s s i f i c a t i o n
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m i x i n g
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